
Top Mount Accu-Max Float Gauges

Part No. Description Dial Riser Tank I.D.

ME930TM4-108-5946 Accu-Max Stationary ASME Top Mount Gauge 4" 4" 108"
ME930TM8-108-6346 Accu-Max Stationary ASME Top Mount Gauge 4" 8" 108"
ME930TM4-130-7056 Accu-Max Stationary ASME Top Mount Gauge 4" 4" 130"
ME930TM8-130-7456 Accu-Max Stationary ASME Top Mount Gauge 4" 8" 130"
ME940TM4-108-5948 Accu-Max Stationary ASME Top Mount Gauge 8" 4" 108"
ME940TM8-108-6348 Accu-Max Stationary ASME Top Mount Gauge 8" 8" 108"
ME940TM4-130-7060 Accu-Max Stationary ASME Top Mount Gauge 8" 4" 130"
ME940TM8-130-7460 Accu-Max Stationary ASME Top Mount Gauge 8" 8" 130"
* Custom confi gurations available upon request

Measure liquid levels within horizontal Stationary ASME Tanks with fl uid capacities above 
2,300 gallons. Suitable for use in bulk storage vessels equipped with either 2-1/2" NPT 
3000 lb. or 8 bolt 3-1/2" on center tank openings located on the top of the vessel such 
as underground or buried applications. 

  APPLICATION:               

• All stainless steel construction for use with LPG & NH3 applications

• Welded tube to coupling design for maximum strength and durability

• Integral spring loaded shock absorber

• Exclusive easy to read “glow in the dark” dial face perfect for low light situations

• Dial face 100% sealed and argon fi lled to prevent moisture build-up & fogging       

factory set and precision tuned for superb accuracy

• Dial face and mounting hardware universal with other industry standard gauges

• Mounts to all standard 8 bolt tank fl ange adapters

• Custom confi gurations available upon request

  FEATURES:               

For Your Local Marshall Excelsior Distributor Call 269-789-6700, 
Fax 269-781-8340 or E-mail: sales@marshallexcelsior.com

www.marshallexcelsior.com

Accessories and Replacement Parts

Part No. Description

ME930-905 Replacement Accu-Max DOT Float Gauge Dial - Glow / Black

ME930C-905 Replacement Accu-Max DOT Float Gauge Dial - Silver / Black (Classic)
ME940-905 Replacement Accu-Max Stationary Float Gauge Dial - Glow / Black
ME940C-905 Replacement Accu-Max Stationary Float Gauge Dial - Silver / Black
ME931 8 Bolt Mounting Flange Adapter 2-1/2" MNPT - Steel
ME932 8 Bolt Mounting Flange Adapter - Weld Type- Steel

ME930TM
ASME Series

4" Dial

ME940TM
ASME Series

8" Dial
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