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Features:

•   All aluminum & stainless steel construction

•   Urethane anti-vibration valve sleeve to prevent incidental damage to delivery valve

•   Machined adjustment ribs for easy, secure height adjustment

•   Holster body reversible for left or right mount hose reels with universal mounting angle

•   Supplied with all mounting hardware & deck backing plate

•   Available with optional  Smart Interlock Technology

      •  Interlock technology features “potted” Turck®  proximity switch for maximum weather resistance and security against vibration

      •  Supplied with water tight conduit & necessary wiring hardware to reach 5' below deck with water tight receptacle plug

       •  Optional wiring harness cable kits available in 20' or 30' lengths

      •  Available with optional low temperature sensor for extreme environments

Made in the
U.S.A.

For Your Local Marshall Excelsior Distributor Call 269-789-6700,
Fax 269-781-8340 or E-mail: sales@marshallexcelsior.com

www.marshallexcelsior.com

Hose End Valve Holster
Application:

Designed to provide a durable and convenient receptacle to store

bobtail hose end delivery valves during over-the-road transit. This

holster can be mounted fully above deck or partially below deck in left

or right hand hose reel applications with an ergonomic angle providing

optimum conditions for delivery personnel. Optional  Smart Inter-

lock Technology is available for direct connection to Allison® automatic

transmissions through the "auxiliary function range inhibit" or braking

systems for manual transmission vehicles.  Smart Interlock Tech-

nology prevents the vehicle from being operated while the hose end

delivery valve is in use. This revolutionary system incorporates the

industry's best and most durable sensor - Turck® - which are backed
with a lifetime product warranty.
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